








T-Shape with outlet & T-Shape Threaded with outlet Square Tube Connector
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•	 A quick & efficient way to connect two or more sections 
of tubing

•	 Easy push together fitting
•	 Available with or without a metal core for heavy duty 

applications
•	 Material:  Nylon & steel where applicable
•	 Free samples

T-Shape with Outlet Square Tube Connector

WT

OD

To Fit Tube
Outside Dimensions

Inches
(OD)

Tube
Wall Thickness 

AWG
(WT)

To Fit Tube
Outside Dimensions

Millimeters
(OD)

Tube
Wall Thickness 

Millimeters
(WT)

Metal Core Color
Part 

Number

0.531 17.0 13.5 1.25 No Black Sqtc5

0.787 15.0 20.0 1.5 No Black Sqtc14

0.787 15.0 20.0 1.5 Yes Black Sqtc28

0.984 15.0 25.0 1.5 No Black Sqtc41

0.984 15.0 25.0 1.5 Yes Black Sqtc61

0.984 15.0 25.0 1.5 No Gray Sqtc75

0.984 15.0 25.0 1.5 Yes Gray Sqtc83

0.984 15.0 25.0 1.5 No Silver Gray Sqtc90

0.984 15.0 25.0 1.5 Yes Silver Gray Sqtc98

0.984 12.0 25.0 2.0 No Gray Sqtc107

1.181 15.0 30.0 1.5 No Black Sqtc112

1.181 12.0 30.0 2.0 No Black Sqtc120

1.181 12.0 30.0 2.0 Yes Black Sqtc136

•	 A quick & efficient way to connect two or more sections 

of tubing

•	 Easy push together fitting

•	 Threaded metal Core for adding adjustable feet or        

castors

•	 Material: Nylon & steel where applicable

•	 Free samples

T-Shape Threaded with Outlet Square Tube Connector

WT

OD

To Fit Tube
Outside Dimensions

Inches
(OD)

Tube
Wall Thickness 

AWG
(WT)

To Fit Tube
Outside Dimensions

Millimeters
(OD)

Tube
Wall Thickness 

Millimeters
(WT)

Thread Size Color
Part 

Number

0.984 15.0 25.0 1.5 M8 Black Sqtc62

0.984 15.0 25.0 1.5 M10 Black Sqtc63



T-Shape Threaded with Outlet & Cross Shape Square Tube Connector
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To Fit Tube
Outside Dimensions

Inches
(OD)

Tube
Wall Thickness 

AWG
(WT)

To Fit Tube
Outside Dimensions

Millimeters
(OD)

Tube
Wall Thickness 

Millimeters
(WT)

Thread Size
(M)

Color
Part 

Number

0.984 15.0 25.0 1.5 M10 Gray Sqtc84

0.984 15.0 25.0 1.5 M10 Silver Gray Sqtc99

1.181 12.0 30.0 2.0 M8 Black Sqtc137

1.181 12.0 30.0 2.0 M10 Black Sqtc138

•	 A quick & efficient way to connect two or more sections 
of tubing

•	 Easy push together fitting
•	 Available with or without a metal core for heavy duty 

applications
•	 Material:  Nylon & steel where applicable
•	 Free samples

Cross Shape Square Tube Connector

WT

OD

To Fit Tube
Outside Dimensions

Inches
(OD)

Tube
Wall Thickness 

AWG
(WT)

To Fit Tube
Outside Dimensions

Millimeters
(OD)

Tube
Wall Thickness 

Millimeters
(WT)

Metal Core Color
Part 

Number

0.531 17.0 13.5 1.25 No Black Sqtc3

0.787 15.0 20.0 1.5 No Black Sqtc12

0.787 15.0 20.0 1.5 Yes Black Sqtc24

0.984 15.0 25.0 1.5 No Black Sqtc39

0.984 15.0 25.0 1.5 Yes Black Sqtc56

0.984 15.0 25.0 1.5 No Gray Sqtc72

0.984 15.0 25.0 1.5 Yes Gray Sqtc80

0.984 15.0 25.0 1.5 No Silver Gray Sqtc88

0.984 15.0 25.0 1.5 Yes Silver Gray Sqtc95

0.984 12.0 25.0 2.0 No Gray Sqtc105

1.181 15.0 30.0 1.5 No Black Sqtc110

1.181 12.0 30.0 2.0 No Black Sqtc118

1.181 12.0 30.0 2.0 Yes Black Sqtc132



Cross Shape with Outlet & Cross Shape with Outlet Threaded Square Tube Connector
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•	 A quick & efficient way to connect two or more sections of 
tubing

•	 Easy push together fitting
•	 Threaded metal core for adding adjustable feet or castors
•	 Material: Nylon & steel where applicable
•	 Free samples

Cross Shape with Outlet Threaded Square Tube Connector

WT

OD

To Fit Tube
Outside Dimensions

Inches
(OD)

Tube
Wall Thickness 

AWG
(WT)

To Fit Tube
Outside Dimensions

Millimeters
(OD)

Tube
Wall Thickness 

Millimeters
(WT)

Thread Size Color
Part 

Number

0.984 15.0 25.0 1.5 M8 Black Sqtc65

0.984 15.0 25.0 1.5 M10 Black Sqtc66

1.181 12.0 30.0 2.0 M8 Black Sqtc140

1.181 12.0 30.0 2.0 M10 Black Sqtc141

•	 A quick & efficient way to connect two or more sections 
of tubing

•	 Easy push together fitting
•	 Available with or without a metal core for heavy duty 

applications
•	 Material:  Nylon & steel where applicable
•	 Free samples

Cross Shape with Outlet Square Tube Connector

WT

OD

To Fit Tube
Outside Dimensions

Inches
(OD)

Tube
Wall Thickness 

AWG
(WT)

To Fit Tube
Outside Dimensions

Millimeters
(OD)

Tube
Wall Thickness 

Millimeters
(WT)

Metal Core Color
Part 

Number

0.531 17.0 13.5 1.25 No Black Sqtc6

0.787 15.0 20.0 1.5 No Black Sqtc15

0.787 15.0 20.0 1.5 Yes Black Sqtc30

0.984 15.0 25.0 1.5 No Black Sqtc42

0.984 15.0 25.0 1.5 Yes Black Sqtc64

0.984 15.0 25.0 1.5 No Gray Sqtc76

0.984 15.0 25.0 1.5 Yes Gray Sqtc85

0.984 15.0 25.0 1.5 No Silver Gray Sqtc91

0.984 15.0 25.0 1.5 Yes Silver Gray Sqtc100

1.181 15.0 30.0 1.5 No Black Sqtc113

1.181 12.0 30.0 2.0 No Black Sqtc121

1.181 12.0 30.0 2.0 Yes Black Sqtc139



Square 6 Way & Square Hinged Type 1 Tube Connector
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•	 A quick & efficient way to connect two or more sections 
of tubing

•	 Easy push together fitting
•	 Available with or without a metal core for heavy duty 

applications
•	 Material:  Nylon & steel where applicable
•	 Free samples

Square 6 Way Tube Connector

WT

OD

To Fit Tube
Outside Dimensions

Inches
(OD)

Tube
Wall Thickness 

AWG
(WT)

To Fit Tube
Outside Dimensions

Millimeters
(OD)

Tube
Wall Thickness 

Millimeters
(WT)

Metal Core Color
Part 

Number

0.531 17.0 13.5 1.25 No Black Sqtc7

0.787 15.0 20.0 1.5 No Black Sqtc16

0.787 15.0 20.0 1.5 Yes Black Sqtc32

0.984 15.0 25.0 1.5 No Black Sqtc43

0.984 15.0 25.0 1.5 Yes Black Sqtc67

1.181 15.0 30.0 1.5 No Black Sqtc114

1.181 12.0 30.0 2.0 No Black Sqtc122

1.181 12.0 30.0 2.0 Yes Black Sqtc142

Articulating  
Degree

To Fit Tube
Outside Dimensions

Inches
(OD)

Tube
Wall Thickness 

AWG
(WT)

To Fit Tube
Outside Dimensions

Millimeters
(OD)

Tube
Wall Thickness 

Millimeters
(WT)

Color
Part 

Number

0-190° 0.787 15.0 20.0 1.5 Black Sqtc222

0-180° 0.984 15.0 25.0 1.5 Black Sqtc225

0-190° 0.984 15.0 25.0 1.5 Black Sqtc228

0-60° 0.984 15.0 25.0 1.5 Black Sqtc231

45-195° 0.984 15.0 25.0 1.5 Black Sqtc235

45-195° 0.984 15.0 25.0 1.5 Black Sqtc237

45-195° 0.984 15.0 25.0 1.5 Gray Sqtc244

•	 A quick & efficient way to connect two or more sections 
of tubing

•	 Easy push together fitting
•	 With a metal core for heavy duty applications
•	 Material:  Nylon & steel where applicable
•	 Free samples

Square Hinged Tube Connector Type 1

WT

OD



Square Hinged Tube Connector Type 1 & 2
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Articulating  
Degree

To Fit Tube
Outside Dimensions

Inches
(OD)

Tube
Wall Thickness 

AWG
(WT)

To Fit Tube
Outside Dimensions

Millimeters
(OD)

Tube
Wall Thickness 

Millimeters
(WT)

Color
Part 

Number

60-300° 0.984 15.0 25.0 1.5 Black Sqtc247

0-190° 1.181 12.0 30.0 2.0 Black Sqtc252

0-190° 1.181 12.0 30.0 2.0 Black Sqtc253

45-200° 1.181 12.0 30.0 2.0 Black Sqtc256

45-200° 1.181 5.0 30.0 4.5 Black Sqtc257

0-180° 1.575 12.0 40.0 2.0 Black Sqtc262

0-180° 1.575 12.0 40.0 2.0 Black Sqtc263

Articulating  
Degree

To Fit Tube
Outside Dimensions

Inches
(OD)

Tube
Wall Thickness 

AWG
(WT)

To Fit Tube
Outside Dimensions

Millimeters
(OD)

Tube
Wall Thickness 

Millimeters
(WT)

Color
Part 

Number

0-190° 0.787 15.0 20.0 1.5 Black Sqtc223

0-180° 0.984 15.0 25.0 1.5 Black Sqtc226

0-190° 0.984 15.0 25.0 1.5 Black Sqtc229

0-60° 0.984 15.0 25.0 1.5 Black Sqtc232

45-195° 0.984 15.0 25.0 1.5 Black Sqtc239

45-195° 0.984 15.0 25.0 1.5 Black Sqtc240

45-195° 0.984 15.0 25.0 1.5 Gray Sqtc245

60-300° 0.984 15.0 25.0 1.5 Black Sqtc249

0-190° 1.181 12.0 30.0 2.0 Black Sqtc254

45-200° 1.181 12.0 30.0 2.0 Black Sqtc259

0-180° 1.575 12.0 40.0 2.0 Black Sqtc264

•	 A quick & efficient way to connect two or more sections 
of tubing

•	 Easy push together fitting
•	 With a metal core for heavy duty applications
•	 Material:  Nylon & steel where applicable
•	 Free samples

Square Hinged Tube Connector Type 2

WT

OD



Square Hinged Tube Connector Type 3 
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Articulating  
Degree

To Fit Tube
Outside Dimensions

Inches
(OD)

Tube
Wall Thickness 

AWG
(WT)

To Fit Tube
Outside Dimensions

Millimeters
(OD)

Tube
Wall Thickness 

Millimeters
(WT)

Color
Part 

Number

0-190° 0.787 15.0 20.0 1.5 Black Sqtc224

0-180° 0.984 15.0 25.0 1.5 Black Sqtc227

0-190° 0.984 15.0 25.0 1.5 Black Sqtc230

0-60° 0.984 15.0 25.0 1.5 Black Sqtc233

45-195° 0.984 15.0 25.0 1.5 Black Sqtc242

45-195° 0.984 15.0 25.0 1.5 Black Sqtc243

45-195° 0.984 15.0 25.0 1.5 Gray Sqtc246

60-300° 0.984 15.0 25.0 1.5 Black Sqtc251

45-200° 1.181 12.0 30.0 2.0 Black Sqtc261

0-180° 1.575 12.0 40.0 2.0 Black Sqtc265

•	 A quick & efficient way to connect two or more sections 
of tubing

•	 Easy push together fitting
•	 With a metal core for heavy duty applications
•	 Material:  Nylon & steel where applicable
•	 Free samples

Square Hinged Tube Connector Type 3

WT

OD

Struggling to get the correct measurements for your new  
Inserts? Scan the QR code with your smartphone to be taken to 

our online Inserts video guide



Colored & Custom Inserts
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Inches 

M
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 (m

m
)

Inches 

M
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eters
 (m

m
)

Inches 

M
illim

eters
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m
)

Inches 

M
illim

eters
 (m

m
)

1/64 0.396 5/8 15.88 1/34 44.45 6 152.4

1/32 0.794 3/4 19.05 2 50.80 7 177.8

1/16 1.59 7/8 22.23 2 1/2” 63.50 8 203.2

1/8 3.18 1 25.40 3 76.20 9 228.6

1/4 6.35 1 1/8 28.58 3 1/2” 88.90 10 254.0

3/8 9.53 1 1/4 31.75 4 101.60 11 279.4

1/2 12.70 1 1/2 38.10 5 127.00 12 304.8

Quick Conversion Chart- Inches to Millimeters

Custom Inserts
•	 Tooling from only $ 899.00
•	 Extensive range of materials including flame retardant, 

hard plastic & rubber
•	 Low minimum order quantities
•	 Cost effective tooling solutions
•	 Company name & logo embossed into your moldings
•	 Dedicated contact to help guide you through each step

Colored Inserts
•	 Extensive Range of color options available for 

most inserts
•	 Offers a neat finish to tube ends
•	 Can help to prevent scratching of floors
•	 Push on application for tight fit
•	 Various sizes & colors available
•	 Free samples

*Please see chart opposite for full list of colour options



RAL Color Chart
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RAL 1001

RAL 1002

RAL 1004

RAL 1007

RAL 1011

RAL 1013

RAL 1015

RAL 1016

RAL 1018

RAL 1020

RAL 2004

RAL 3003

RAL 3004

RAL 3005

RAL 3020

RAL 4006

RAL 5002

RAL 5007

RAL 5013

RAL 5015

RAL 5017

RAL 6005

RAL 6018

RAL 6026

RAL 6028

RAL 7002

RAL 8014

RAL 8016

RAL 8017

RAL 8019

RAL 8022

RAL 8023

RAL 9001

RAL 9002

RAL 9003

RAL 9006

RAL 9007

RAL 9010

RAL 9016

RAL 7006

RAL 7015

RAL 7016

RAL 7022

RAL 7024

RAL 7030

RAL 7031

RAL 7032

RAL 7035

RAL 7036

RAL 7037RAL 703

RAL 7042

RAL 7045

Other colors available from us include:

* Please note minimum order quantities apply to specific RAL colors



“Keep it Simple”

For more information visit www.componentforce.com
Component Force LLC, 12158 Lackland Road, 
St.Louis, MO 63146, United States
T 314-434-2600 F 314-434-2608
sales@componentforce.com


